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Bleed Ring Assembly
American Thermowell assemblies are available in a variety of configurations & materials

	� Allows for easier installation on-site

	� Engineered and manufactured-in-house, 
designs can be adapted and modified for your 
specific application

	� Various valve options available upon request

	� Manufactured in accordance with ASME, 
ASTM and ANSI standards

	� CRN approval available upon request

	� This assembly features a weld-in port extensions, 
with dual gate valves.

Specifications:

Bleed Ring Assembly

Bleed Ring

Valve
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These assemblies can be assembled and tested in advance, 
and shipped directly to the site, saving you time and money.
American Thermowell bleed rings are manufactured to accept standard level 
transmitters or can be customized for your particular application. All assemblies 
are quality checked and tested to code, prior to being shipped.

BUILT ON A TRADITION OF EXCEEDING QUALITY AT EVERY STEP.
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Flush Ring Bleed Ring

FLUSH/BLEED RING COMPARISON

OR

Flush Ring Bleed Ring

OD equal to flange OD

RF machined

RF machined

2" finished thickness for 300#  flush rings with 1/2" or 3/4" ports
2.5" finished thickness for 600# flush rings with 1/2" or 3/4" ports 

bolt holes to match the flange

125-250 RMS finish 
both sides of flush ring

ID to suite process pipeRF to suite the flange

 1.5" finished thickness for bleed ring with 1/2" or 3/4" ports

125-250 RMS finish 
both sides of flush ring

OD smaller than flush ring
as bleed ring is mounted between

bolt holes

ID to suite process pipe

Piping System

Flush Ring

Piping System

Bleed Ring

Notes:
	� Material requirements are greater for flush ring as compared with bleed ring.  OD of a flush ring and 
thickness are significantly greater than those of bleed ring.

	� Raw materials sourced for production are significantly more expensive for flush rings due to greater OD 
and greater thickness

	� Flush Rings require significantly greater manufacturing time, as compared to a simple bleed ring.

Specializing in instrumentation 
and process control hardware.
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