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Limited Space Thermowells

Compact design, with the same protection and quality

American Thermowell thermowells are a critical component of
any temperature or pressure measurement point, available in
a large variety of designs and materials.

Our limited space thermowells are designed and manufactured 100% in house,
made to client specifications and they accept standard or custom-made
thermometers, thermocouples, bulbs and RTD's.

Available in a wide variety of process thread sizes and configurations which
include, but are not limited to, NPT, NPS, and BSPT., making the American
Thermowell limited space thermowell the perfect fit for your project.

Features & Benéefits:
® | arge variety of materials available
® CRN approved thermowells available upon request
= Various NDT options
= NACE compliant
= One piece bar stock constfruction
Application:
Used where short insertion length is necessary as in short legs of tees efc.

This well also fits the 2 1/2" length Bi-metal thermometer. Also available in
many other bores sizes

Connection Size:
1/2" NPT, 3/4" NPT and 1" NPT external thread.
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Built on a tradition of exceeding quality at every step

LIMITED SPACE THERMOWELLS

Product Part Breakdown [} Limited Space Thermowells (AT41)
Visit www.americanthermowell.com
for a complete list of available part
options specific to each type and style
of thermowell.
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We have one of the largest selection of
thermowells available, including dozens

of styles and configurations. Material Options: 316 Stainless Steel, 304 Stainless Steel, Carbon Steel, 310

Stainless Steel, 321 Stainless Steel, 347 Stainless Steel, Alloy 20, C-276, Duplex, Alloy

= Flanged ® Weld-In 800, Alloy 400, and Titanium (For a complete list, talk to a American Thermowell
® Threaded = Tri-Clamp sales representative today).
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Recognized globally for our quality,
service and the ability to deliver!
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