
Vanstone Thermowells

Our thermowells work to protect the surroundings and operating 
personnel by keeping the high pressure and flow rates contained 
within the process boundaries.

Designed to operate between two flanges within the process

American Thermowell thermowells are of heavy duty design to withstand the 
challenging environments they have to operate in. Designed to be installed 
between two flanges, and can be offered with the required lap joint flanges in 
a variety of materials.

Our vanstone thermowells are designed and manufactured 100% in-house, 
and are made to accept standard and custom made thermometers, 
thermocouples, bulbs and RTD’s.

Available in a wide variety of process pipe sizes and configurations, 
the American Thermowell vanstone thermowell is the perfect fit for your project.

Features & Benefits:
	� Lap joint flanges are available

	� Available in various shank styles; stepped, straight and tapered

	� Custom software for thermowell design calculations

	� Standard or customized shank dimensions and styles

	� Large selection of materials available

	� CRN approved thermowells available upon request

	� Various NDT options

	� NACE compliant
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	� Flanged
	� Threaded
	� Socket-Weld
	� Vanstone

	� Weld-In
	� Tri-Clamp
	� Limited Space
	� Helical

We have one of the largest selection of 
thermowells available, including dozens 
of styles and configurations.
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Visit www.americanthermowell.com 
for a complete list of available part 
options specific to each type and style 
of thermowell.

Product Part Breakdown

VANSTONE THERMOWELLS
Built on a tradition of exceeding quality at every step

Specializing in instrumentation 
and process control hardware.

	9 Thermowells
	9 Orifice Plates

	9 Bleed & Flush Rings
	9 Valves
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