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Vented Blinds/Paddles

Designed to blind pipelines, either temporarily or permanently.

Vented blinds/paddiles block flow on one side, while
allowing pressure relief on the other side. This helps create
a much safer downstream work condition.

American Thermowell vented blinds/paddles provide an economical solution,
when a valve isn't available near your work site. Vented blinds have multiple
benefits including easy access fo hydro-testing, purge entry point and line
pressure release.

Looking for a custom port location, our team of designers are on hand to
help you manufacture the part to your specifications. Also known as a bleed,
spade or slip blinds, we offer a large variety of sizes and materials to suit your
project requirements.

Features:
= Blocks one side of the flange, while venting the opposite side

= Ring type joint, spectacle or paddle blind plates designs available
= Venting can be added to both sides, creating a multiport solution
= Fasy access for hydro-testing.

® Handles are V notched for easy identification
= Available in both NPT or socket-weld ports
= | arge selection of materials available
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Built on a tradition of exceeding quality at every step

VENTED BLINDS/PADDLES

125-250 RMS FINSH
FROM PIPE ID TO

OD OF THE PLATE
BOTH SIDES OF BLIND

STAMPING
BACK OF HANDLE

®13.25 in (SCH. STD) 1/2 - 14 NPT
DETAIL B: STAMPING
A SECTION A-A FRONT OF HANDLE
Vented Blind Handle Styles
Pipe
Gate Valve .
= “T" Handle = “7" Handle = “Straight” Handle

Hex Head Plug
Handle
Gusset
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